
Position Transducers
Pivot head mounting
potentiometric
up to 300 mm, IP54 

Series TEX

Compact design and easy to
assemble via pivot heads cha-
racterize this inexpensive
transducer. This transducer is
suitable for various industry
applications. By the simplicity
of the measuring system -
passive and absolute - the
transducer is largely insensi-
tive to electrical interference.
The measuring value remains
despite power failure.

The electrical connection can
be made via a radial plug con-
nector, a radial or axial cable.
Transducers with and without
restoring spring and mounting
clamp, central thread or flange
plates see separate data
sheets TEX.

Special features
• compact dimensions
• protection class IP54 
• mountable over back-lash
free pivot heads with a large
angle of free movement (up to
±12,5°)
• very long life (depending on

application) up to 100 million
movements
• resolution better than 0.01
mm
• outstanding linearity up to
±0.05 %
• variable mechanical custo-
mer interfaces
• cable or connector version
available 
• heavy-duty version IP67 see
data sheet TX2

Description

Housing aluminium, anodized

Mounting see drawing

Actuating rod stainless steel (1.4305), rotatable, external thread M5

Bearings sleeve bearing

Resistance element conductive plastic

Wiper assembly precious metal multi-finger wiper

Electrical connections 3-pin round connector M8x1
3-wire PUR-cable, 3x0.14 mm2, shielded, 2 m or 5 m lengths

リニアポテンショメータ
旋回ヘッド搭載
300mmまでの電位差測定
IP54

コンパクトな形状と旋回ヘッドにより導入しやすく、価格も押さ
えたリニアポテンショメータです。
リニアポテンショメータは、様々な産業アプリケーションに最適
です。
シンプルな計測システム（アブソリュートタイプ）で、電気的な
干渉に寄る影響をほとんど受けません。
停電など電力が送られない状態でも測定値を保ちます。

本体との接続は、コネクタケーブルとケーブルが選択できます。
リターンスプリングと取付クランプが付く仕様と、付かない仕様
がありますので、ご注文の際は確認下さい。また、中央ネジや
フランジプレートについては、それぞれのデータシートをご参照
ください。

TEX シリーズ

特長
• コンパクトな形状
• 保護構造 IP54
• バックラッシュのない旋回ヘッドにより取り付け部分を動かすことができる
  (±12.5°まで )
• 1 億回まで動作可能で長寿命（アプリケーションによる）
• 分解能 0.01 mm以上
• 優れたリニアリティ ±0,05 %
• お客様の環境に合わせたインターフェースを用意
• 接続はケーブルまたはコネクタ
• 同じ性能で保護構造 IP67の TX2シリーズも用意

説明
ハウジング アルミニウム、アルマイト処理
取付け 寸法図を参照してください
作動ロッド ステンレススチール（1.4305）、回転可能、M5ネジ
ベアリング スリーブベアリング
抵抗素子 導電性プラスチック
ブラシ仕様 貴金属マルチフィンガーブラシ
電気的接続 3ピン 丸型コネクタ , M8x1

3芯 PURケーブル、3×0.14mm2、シールド付：2mまたは5m

Short Stroke Transducer
potentiometric
10 mm up to 150 mm
 
Series T / TS
Series TR / TRS

Applications
•  Measuring / control technology
• Manufacturing Engineering
   Woodwork machines
   Riveting machines
   Packaging machines
   Welding machines
•   Assembly / Test devices  
•  Medical appliances
•  Building technology

Special features
• Extremely compact design 18 x 18 mm 
•  Long life up to 100 million movements
•  Outstanding linearity up to ±0.075 %
•  Repeatability to ±0.002 mm
• Models with push rod or spring-loaded with internal return spring
•  Actuating shaft with double-sided support 
•  Compatible to standard probe tips 
•  Insensitive to shock and vibration
•  Optionally cable or plug connection 
•  Special ball-coupling eliminates lateral forces
•  High operational speeds - up to 10 m/s
• Low temperature coefficient < 20 ppm/K
• Series TE1 with integrated signal processing for normalized
   outputs current or voltage in same design see separate  
   data sheet
• Inductive series LS1 in same design see separate data sheet

Compact transducer with proven conductive-plastic 
technology.
The model with push rod and ball coupling enables a backlash- 
and lateral force-free operation even with parallel and angular 
displacement of transducer and measuring direction. 
Characteristic for the robust design is the double-sided support 
of the actuating rod. For the spring-loaded type, this bearing 
allows high lateral forces on the tip of the rod which may occur 
during scanning of cams or wedge plates.

The connection of these potentiometric series is done at a high 
impedance voltage input or via signal conditioner.



寸法図



Type designations TEX TEX TEX TEX TEX TEX TEX TEX TEX TEX TEX
0010 0025 0050 0075 0100 0125 0150 0175 0200 0250 0300

Electrical Data

Defined electrical range 10 25 50 75 100 125 150 175 200 250 300 mm 

Electrical range 12 27 52 77 102 130 155 180 205 255 305 mm

Nominal resistance 1 1 2 3 4 5 6 7 8 10 12 kΩ
Resistance tolerance 20 ±%

Independent linearity 0.25 0.2 0.1 0.1 0.1 0.05 0.05 0.05 0.05 0.05 0.05 ±%

Repeatability 0.01 mm

Recommended operating wiper current < 1 µA

Max. wiper current in case of mulfunction 10 mA

Max. permissible applied voltage 42 V

Effective temperature coefficient of the
output-to-applied voltage ration typical 5 ppm/K

Insulation resistance
(500 VDC)  >10 MΩ
Dielectric strength
(500 VAC, 50 Hz)  <100  µA

Mechanical Data

Body length (dimension A) 63 78 103 128 153 194 219 244 269 319 369  ±2 mm

Mechanical stroke (dimension B) 14 29 54 79 104 132 157 182 207 257 307 ±2 mm

Min. distance between pivot heads 
nominal (dim. C), version_15, dim. D=18 mm 114.5 129.5 154.5 179.5 204.5 245.5 270.5 295.5 320.5 370.5 420.5

Min. distance between pivot heads
nominal (dim. C), version_13, dim. D=25 mm 121.5 136.5 161.5 186.5 211.5 252.5 277.5 302.5 327.5 377.5 427.5

Weight approx.

cable version TEX-_ _ _ _-_1_-002-202 111 116 126 136 146 186 196 206 216 236 256 g
connector version TEX-_ _ _ _-_1_-002-101 79 84 94 104 114 154 164 174 184 204 224 g

Operating force
horizontal < 3.0 (at RT 20° C) N

Environmental Data

Temperature range -40 ...+85 °C

Operating humidity range 0...95 (no condensation) % R.H.

Vibration 5...2000 Hz
Amax = 0.75 mm
amax = 20 g

Shock 50 g
6 ms

Life > 100 x 106 typ. movements

Operating speed 10 m/s max.

Protection class IP54 DIN EN 60529

型式 TEX
0010

TEX
0025

TEX
0050

TEX
0075

TEX
0100

TEX
0125

TEX
0150

TEX
0175

TEX
0200

TEX
0250

TEX
0300

電気的仕様
電気的測定範囲 10 25 50 75 100 125 150 175 200 250 300 mm
電気的測定長 12 27 52 77 102 130 155 180 205 255 305 mm
定格抵抗 1 1 2 3 4 5 6 7 8 10 12 kΩ
抵抗誤差 20 ±%
単独リニアリティ 0.25 0.2 0.1 0.1 0.1 0.05 0.05 0.05 0.05 0.05 0.05 ±%
繰り返し精度 0.01 mm
推奨ブラシ電流 ≦ 1 μA
最大ブラシ電流（故障時） 10 mA
最大供給電圧 42 V
温度ドリフト 標準 5 ppm/K
絶縁抵抗 (500 VDC) ≧10 MΩ
絶縁耐力 (500 VAC, 50 Hz) ≦100 μA
機械的仕様
全長A寸法 63 78 103 128 153 194 219 244 269 319 369 ±2 mm
機械的測定長 B寸法 14 29 54 79 104 132 157 182 207 257 307 ±2 mm
旋回ヘッド間の最小距離 C寸法
コード415の場合（D=18mm）

114.5 129.5 154.5 179.5 204.5 245.5 270.5 295.5 320.5 370.5 420.5

旋回ヘッド間の最小距離 C寸法
コード413の場合（D=25mm）

121.5 136.5 161.5 186.5 211.5 252.5 277.5 302.5 327.5 377.5 427.5

重量　約
ケーブル仕様 TEX-_ _ _ _-_1_-002-202
コネクタ仕様 TEX-_ _ _ _-_1_-002-101

111
79

116
84

126
94

136
104

146
114

186
154

196
164

206
174

216
184

236
204

256
224

g
g

作動力（水平方向） ≦ 3.0 (at RT 20° C) N
使用環境
温度範囲 -40 ...+85 ℃
使用周囲湿度 0...95 ( 結露しないこと) % R.H.
耐振動 5...2000

Amax = 0.75
amax = 20

Hz
mm
g

耐衝撃 50
6

g
ms

寿命 > 100 x 106 ）準標（ 回
動作速度 10 m/s max.
保護クラス IP54 DIN EN 60529

技術的仕様
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Electrical version
002: Iinearized

ET X 10 5 0 00 2 02 2

Electrical connection
101:  3-pin round connector M8x1, radial output 
202:  NT standard cable 2 m, radial output
205: NT standard cable 5 m, radial output 

Protection class
4:  one-side actuating rod, IP54

Mechanical version actuating rod 
1:  Transducer with one-side rod and thread M5

Mechanical fixing
3: Pivot heads long
5: Pivot heads short 

Electrical defined range
Standard lengths from 0010 mm up to 0300 mm

Series

14 5

Optional accessories

PUR-cable with 3-pin female connector M8x1, 3x0.34 mm2,
IP67, unshielded: 
2 m lengths, EEM-33-64, P/N 005617,
5 m lengths, EEM-33-66, P/N 005619,
10 m lengths, EEM-33-68, P/N 005643.

PUR-cable with 3-pin angled female connector M8x1, 
3x0.34 mm2, IP67, unshielded:
2 m lengths, EEM-33-65, P/N 0056018,
5 m lengths, EEM-33-67, P/N 005620,
10 m lengths, EEM-33-69, P/N 005644
Other cable on request.

Process-controlled indicators MAP... with display, Signal condi-
tioner MUP.../MUK... for current supply 24 V and standardized
output signals.

Ordering specifications

Important
All values specified in this data
sheet for linearity, lifetime and
temperature coefficient are
only valid for a sensor used as
a voltage divider with virtually
no load applied to the wiper
(le ≤ 1 µA).

Output connector Cable Connector with cable
Code 101 Code 202, 205 EEM 33-64, / -66 / -68 / -65 / -67 / -69

PIN 1 BN brown BN brown

PIN 4 WH white BK black

PIN 3 GN green BU blue

Signal conditioner MUP

- ---

Preferred types printed in bold

型式仕様
推奨品は太字で記載しています

モデル
002: 線形

電気的接続
101:3ピン 丸型コネクタ、 M8x1　軸出力
202: N T標準ケーブル 2 m、軸出力

機械的接続

5 : 旋回ヘッド(短）

機械的仕様：作動ロッド
1: 片面ロッドとM5ネジ付き

保護クラス
4：片面作動ロッド、IP54

電気的測定長
標準測定長　0010...300 mm

シリーズ

回路図

出力コネクタ
コード 101

ケーブル
コード 202

コネクタケーブル
EEM 33-64, / -66 / -68 / -65 / -67 / -69

PIN 1 BN 茶 BN 茶
PIN 4 WH 白 BK 黒
PIN 3 GN 緑 BU 青

重要事項
本データシートで示しているすべての値、
寿命、および温度係数は、実質的にブラ
シに無負荷で、分圧器として使用した時の
値です（le≦1μA）。

信号調整器MUP

オプションアクセサリ
3-ピン　コネクタ付PURケーブル、M8×1、3×0.34mm2、IP67、シールドなし
ケーブル長2m、EEM-33-64、005617-NT
ケーブル長5m、EEM-33-66、 005619-NT
ケーブル長10m、EEM-33-68、 005643-NT

3-ピン  コネクタ付PURケーブル、M8×1、3×0.34mm2、IP67、シールドなし
ケーブル長2m、EEM-33-65、005618-NT 
ケーブル長5m、EEM-33-67、005620-NT
ケーブル長10m、EEM-33-69、005644-NT
その他のケーブルについては要望に応じて対応します。

表示器：MAP...、信号調整器：MUP.../MUK... 電源供給24V、および
標準出力信号用
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Short Stroke Transducer
potentiometric
10 mm up to 150 mm
 
Series T / TS
Series TR / TRS
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Applications
•  Measuring / control technology
• Manufacturing Engineering
   Woodwork machines
   Riveting machines
   Packaging machines
   Welding machines
•   Assembly / Test devices  
•  Medical appliances
•  Building technology

Special features
• Extremely compact design 18 x 18 mm 
•  Long life up to 100 million movements
•  Outstanding linearity up to ±0.075 %
•  Repeatability to ±0.002 mm
• Models with push rod or spring-loaded with internal return spring
•  Actuating shaft with double-sided support 
•  Compatible to standard probe tips 
•  Insensitive to shock and vibration
•  Optionally cable or plug connection 
•  Special ball-coupling eliminates lateral forces
•  High operational speeds - up to 10 m/s
• Low temperature coefficient < 20 ppm/K
• Series TE1 with integrated signal processing for normalized
   outputs current or voltage in same design see separate  
   data sheet
• Inductive series LS1 in same design see separate data sheet

Compact transducer with proven conductive-plastic 
technology.
The model with push rod and ball coupling enables a backlash- 
and lateral force-free operation even with parallel and angular 
displacement of transducer and measuring direction. 
Characteristic for the robust design is the double-sided support 
of the actuating rod. For the spring-loaded type, this bearing 
allows high lateral forces on the tip of the rod which may occur 
during scanning of cams or wedge plates.

The connection of these potentiometric series is done at a high 
impedance voltage input or via signal conditioner.

注文仕様

配線図

ご要望に応じて以下の対応が可能です。

• 異なる出力信号
• 調整範囲の拡張
• シリアルインターフェース（RS485）

M PU 4 00 -

出力

01 = 0 ... 10 V / 4 ... 20 mA, ガルバニック絶縁（非対応） , Art.no. 054201
11 = 0 ... 10 V / 4 ... 20 mA, ガルバニック絶縁（対応）　, Art.no. 054202

シリーズ タイプ

0 1

㈱ビー・アンド・プラスはノボテクニク社の日本における正規代理店です。

■各種お問合せ
㈱ビー・アンド・プラス
〒355-0311
埼玉県比企郡小川町高谷2452-5
TEL：0493-71-5160
FAX：0493-81-4771
E-mail：NovotechnikJP@b-plus-kk.jp
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注文仕様

配線図

ご要望に応じて以下の対応が可能です。

• 異なる出力信号
• 調整範囲の拡張
• シリアルインターフェース（RS485）

M PU 4 00 -

出力

01 = 0 ... 10 V / 4 ... 20 mA, ガルバニック絶縁（非対応） , Art.no. 054201
11 = 0 ... 10 V / 4 ... 20 mA, ガルバニック絶縁（対応）　, Art.no. 054202

シリーズ タイプ
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型式仕様

3 : 旋回ヘッド(長）

205: N T標準ケーブル 5 m、軸出力

コネクタケーブル
アクセサリ

コネクタ




